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TRC 530 M

Cassette Tape Recorder

Tape

Tape Speed
Frequency Range
Signal/Noise Ratio
Record Level
Complement

Radio

Frequency Range
FM (UKW)
AM (MW)

Sensitivity
FM (UKW)
AM (MW)

Signal/Noise Ratio
FM (UKW)
AM(MW)

Complement

Input/Output (DIN)

Output Power
Speaker
Power Supply

Dimensions (WxHxD)
Weight
Price includes Accessories

Compact - Cassette
PHILIPS - System

4.75 cm/sec. (1.7/8"' per sec.)
100 — 8,000 Hz

40 dB

Manual with Level Meter

7 Transistors
5 Diodes
2 Thermistors

88 — 108 MHz
540 — 1605 kHz

6 uV for 50 mW Output
150 uV for 50 mW Output

45 dB
28 dB

6 Transistors
8 Diodes

Microphone with Remote Control
Radio
Loudspeaker (Earphone)

1400 mW (max. 1000 mW undistorted)
119 x 78 mm, 8 Ohm

Built-in Mains Adaptor (220 V, 50 Hz)
Batteries (9V, 6 x UM 1a)

325 x 255 x 85 mm (12%'" x 10" x 3%"’)
4.2 kg (9 Ibs.) including Accessories

Microphone

Earphone

Batteries

AC Cord. Aux. Cord
Compact - Cassette, C 60

STCR 530 — STEREO VERSION

ALSO AVAN.ABLE.

TELETON ELECTRO (U.K.) CO. LTD.,
Teleton House,

Robjohns Road,

Widford, Chelmsford

Telephone 62442

EXETER Showroom and
Distribution Centre:

C. L. OWEN LTD.,

Grace Road, Marsh Barton,

Exeter EX2 8PU.

Telephone 58218.

TELETON ELECTRO (U.K.) CO. LTD.,,
Showroom:

16 Savile Row,

London, W.I.

Telephone 01-437 6796

MANCHESTER Showroom and
Distribution Centre:

E.B. L. ELECTRICAL CO. LTD.,

Holland Street,

Collyhurst, Manchester 10
Telephone 061-205 5537.

Teleton




